Impact of residual elements on zinc quality in the production of zinc oxide by N. Luptáková et al.
407METALURGIJA 55 (2016) 3, 407-410
N. Luptáková, P. Dymáček, CEITEC IPM, Institute of Physics of Ma-
terials, Academy of Sciences of the Czech Republic Brno, Czech Re-
public 
F. Pešlová, Faculty of Faculty of Industrial Technology, University of 
Alexander Dubček in Trenčín, Slovak Republic
Z. Jurković, Faculty of Engineering, University of Rijeka, Rijeka, Croatia
O. Barborák, Faculty of Special Technology, Trencin University of Al-
exander Dubcek in Trencin, Slovak Republic
J. Stodola, Faculty of Military Technology, University of Defence Brno, 
Czech Republic
N. LUPTÁKOVÁ, P. DYMÁČEK, F. PEŠLOVÁ, Z. JURKOVIĆ, O. BARBORÁK, J. STODOLA
IMPACT OF RESIDUAL ELEMENTS ON ZINC QUALITY IN THE 
PRODUCTION OF ZINC OXIDE 
Received – Primljeno: 2015-06-18
Accepted – Prihvaćeno: 2015-12-26
Preliminary Note – Prethodno priopćenje
The paper is focused on zinc oxide manufacturing process. The present work deals with the character and morphol-
ogy of the input material for the production of ZnO by the indirect pyrometallurgical process. Undesirable phases 
in the feedstock can be identified through profound recognition of the source material and the nature of its micro-
structure. If these compounds diffuse into the lining during thermal processes, they become the cause of stress in 
metallurgical ceramics. The emergence of these chemical reactions may subsequently affect the entire metallurgical 
zinc smelting process. The results obtained by analysis are used to minimize waste - zinc slag and to eliminate the 
conditions which enable the formation of the undesired product, thereby increasing the productivity of the ZnO 
production. 
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INTRODUCTION
Zinc oxide (ZnO) has attracted much attention with-
in the scientific community as a „future material”. This 
is however, somewhat of a misnomer, as ZnO has been 
widely studied since 1935 [1], with much of our current 
industry and day-today lives critically reliant upon this 
compound. Zinc oxide is already widely used in our so-
ciety, and indeed it is key element in many industrial 
manufacturing processes including paints, cosmetics, 
pharmaceuticals, plastics, batteries, electrical equip-
ment, rubber, soap, textiles, and floor coverings to name 
just a few [2].
Zinc oxide can be produced by variety of ways (for 
example the direct - American process, hydrometallurgi-
cal synthesis, the production of active zinc oxide by de-
composition of hydrozincite etc.) [3]. European produc-
tion of ZnO is based on the indirect process. This indirect 
method was popularized by LeClaire (France) and there-
fore is commonly known as the French process.
Nowadays, production of ZnO by French process in-
cludes the biggest share of production in industrial soci-
ety [4]. The production of ZnO via French process is 
based on high speed of zinc vapour at speeds 0,1 Mach or 
higher and temperature in the range from 1 300 °C to 1 
400 °C [3, 4]. The feedstock of this production method is 
the production of metallic zinc and its alloys as-received 
state. Zinc and its alloys are combusted in the muffle or 
rotary furnaces. The production process is performed ac-
cording to chemical reactions (1) and (2) [5].
  (1)
   (2)
where are: s solid phase, l is liquid phase and g is gas 
phase. Indirect process is considered to be the fastest 
and most productive method for industrial production 
of ZnO [6], but according to the practical experience, 
this type of production ZnO is not optimal for utiliza-
tion of the product in all technological applications. The 
quality of ZnO depends on the feedstock. During pro-
cessing of the waste zinc (approx. purity of Zn is 90 wt. 
%) from galvanic process containing other elements, 
such as Fe, Cd and Al, there is the occurrence of slag 
which negatively affects the total production process of 
ZnO and final product.
For better understanding of the technological pro-
cess problems challenges in the production it is neces-
sary to characterize the output product – ZnO. From the 
chemical point of view, zinc oxide is white inorganic 
compound. Zinc oxide compound has anisotropic char-
acter. The character of crystal shape is dependent not 
only on the crystal lattice, but it also depends on the 
method of production ZnO associating with the primary 
crystallization. High attention is paid to research in the 
modern development of ZnO [2, 3].
The objective of this paper is to investigate the effect 
of residual elements on quality of metal zinc in the pro-
duction of zinc oxide. According to the works [7-10], 
the feedstock as well as the technology has been stud-
ied. There was investigated the morphology, chemical 
composition, particle-size of different Zn samples. 
These studies have shown interesting correlations be-
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tween morphology and chemical composition of Zn 
samples. 
Detailed investigation will help in predicting the be-
havior of the material in the metallurgical process. This 
knowledge can be used as prevention of slag occurrence 
or it can even help us to find a way for easier removal 
from the furnace aggregates.  
EXPERIMENTAL
Material
Structure of pure zinc is monotonous and consists of 
large grains. To understand the phases, which are form-
ing in the zinc alloys (Zn content min. 90 %), four types 
of chemically different metal zinc were selected (chem-
ical composition is shown in Table 1). Samples were 
removed and processed from ingots. The attention was 
paid to the selected sample of metal zinc for investiga-
tion of the microctructural phases which occur in the 
zinc with additions.
Table 1  Chemical composition of the selected samples/ wt. %
Sample Cd Ni AI Cu Fe Zn
1 0,00031 0,0025 2,52 0,02 1,5 Balance
2 0,00052 0,0031 0,95 0,01 3,5 Balance
3 0,0013 0,0015 3,52 0,025 0,2 Balance
4 0,0012 0,06 4,5 0,03 0,8 Balance
Methods
Four selections of samples represent the indirect pro-
cess of production of zinc oxide. The microstructure and 
the surface of the samples in the as-received state were 
examined with LOM applying the optical microscope 
Zeiss Neophot 32 as well as SEM equipped with an ener-
gy-dispersive X-ray analysis system (EDX) using micro-
scopes Jeol JSM 5410 and Tescan Lyra 3. The samples 
were prepared by standard methods. A solution of NaOH 
(10 ml) + H2O (90 ml) was used as the etchant. 
EXPERIMENTAL RESULTS
Chemically pure zinc
Chemically pure zinc - SHG (Special Hight Grade) 
has a composition according to international standards 
ISO752-2004 and European standards (see Table 2). 
Chemically pure zinc is a relatively soft metal with the 
ability of forming hard oxide coating on its surface. The 
studies of Zn samples by LOM and SEM showed that 
the microstructure of pure metal grains displayed the 
occurrence of different phases with more or less oxygen 
content. Microstructure of chemically pure zinc con-
sists of large grains (average grain size is 650 μm).
The different oxygen content in these areas (depend-
ing on the change of temperature gradient) possibly also 
minimum hardly-identifiable content of additional ele-
ments influence the final polyhedric microstructure. 
Atomic-sized residual elements from metal melting in-
fluenced the character of solid solutions or stress-strain 
states in microareas of the solidified microstructure.
Table 2 Chemical composition of SHG Zinc/ wt. %















Zinc with residual elements
The structure of zinc samples labelled No. 1 (Figure 
1, 2) is characterized by the occurrence of unevenly 
spaced, relatively large grains, where a phase rich in 
silicon (see Figure 1), designated by EDX analysis, pre-
cipitated at the zinc grain boundaries. The microstruc-
ture shown in Figure 2 presents the precipitation of pure 
residual elements and different phases which are rich in 
undesirable elements (e.g. Al, Fe, Pb, Cd) within the 
grains of zinc as well as crack initiation by the matrix/
particle decohesion and particle cracking. The localiza-
tion of deformation at the tip of the inclusion causes an 
evident notch effect (see Figure 2 red arrow). They can 
be in the form of excluded segregates at the zinc grain 
boundaries, which can be converted into new grains as 
the newly formed phase that represents of about 40% 
the microstructure. The morphology of these phases is 
variable from ovules to angular formations that cause 
notch effect increasing stress-strain conditions.
The microstructure of the zinc sample No. 2, see 
Figures 3, 4, has the character of a mosaic arrangement 
of grains. This microstructure was observed from the 
viewpoint of chemical analysis. Furthermore, the mi-
crostructures of sample, in which angular phases oc-
curred, were observed. All these particles as well as the 
fine ones (contained in the phases or outside) were ana-
lyzed by the EDX method. The chemical analysis 
showed that the selected microlocations were rich in 
oxide, fermium and aluminum. It can be expected that 
they can be Al2O3 and Fe2O3.
The observed sample No. 3 had a lamellar structure, 
keeping the orientation of lamellas, with the remnant of 
dendritic microstructure of the primary crystallization. 
The size of the lamellas is different; their length mostly 
varies, see Figure 5. This microstructure was more 
chemically pure, but the grain boundaries were partially 
disturbed, probably by releasing the phases previously 
located in the vicinity of the boundaries. The elimina-
tion of secondary phases and their subsequent arrange-
ment may result in forming certain locations with dif-
ferent strain. It can be assumed that this condition will 
be contingent on the change of temperature and pres-
sure during the cooling of the casting. It is known that 
the cooling causes the occurrence of crystallization nu-
cleons on the walls of the chill molds and in areas with 
the highest content of impurities. Figure 6 shows deco-
hesion of grains, which could have arisen in the process 
of solidification and forming the structure by cooling 
and draining the molten zinc from the ingot.
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Typical microstructure of the sample No. 4, see Fig-
ures 7 and 8, containing about 60 % oxide complexes 
and other phases and with only about 40 % zinc arises 
during usual zinc smelting without remelting. If these 
microstructures contain „oxide membranes”, they are 
not recommended for producing ZnO due to their high 
melting point.
Oxygen occurrence in the vicinity of zinc, leads to 
Zn oxidation while producing Zn5(OH)6(CO3)2 which 
form passivating barriers (see Figures 8). The passiva-
tion of metallic zinc subsequently prevents further oxi-
dation. Observation of the metallic zinc surface by SEM 
shows that a differently thick layer with its uneven cov-
erage arises, see Figure 8. The analyzed surface is 
chemically pure zinc which was re-melted and slowly 
cooled. The surface was formed unevenly, creating var-
ious reliefs and was wrapped immediately with carbon-
based ZnO detected by EDX analysis.
CONCLUSION
Conclusions can be summarized in the following 
points:
1) The best choice for other processing of the metallic 
zinc is to use chemically pure zinc. Because of the 
Figure 1  Microstructure of the sample No. 1 with the of SiC-
based inclusion (LOM)
Figure 2  Microstructure of sample No. 1 with precipitation of 
other elements and cracks (LOM)
Figure 3  Microstructure of the sample No. 2, mosaic 
arrangement of grains (LOM)
Figure 4  Microstructure of sample No. 2, detail of mosaic 
shape of grain (LOM)
Figure 5 Lamellar microstructure of the sample No. 3, (LOM)
Figure 6  Microstructure of sample No. 3 with grain 
decohesion (LOM)
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price and technological difficulties, it is necessary to 
evaluate processing of the waste zinc in relation to 
galvanizing process because the French method for 
production of the zinc oxide in rotary furnaces is 
very effective.
2) During the production of the ZnO, the primary raw 
material is seriously influenced by the residual ele-
ments. This fact is closely connected with the de-
crease of lifetime of furnace aggregates as well as 
increase of the fuel consumption. The occurrence of 
the additives or impurities as well as other unsuit-
able phases will have the significant influence on the 
whole technological process; therefore careful atten-
tion must be paid to the input raw materials.
3) The resulting final product in an imperfect produc-
tion process of ZnO can contain Fe2O3 and Al2O3 
which cause that ZnO can be yellow-brown colors.
4) The recommendation is to provide sufficient amount 
of CO (> 25,0 vol. %) in the furnace atmosphere to 
create reducing atmosphere which ensures that ZnO 
will not form in the space of the rotary kiln but in the 
oxidation shaft as well as add a precisely defined 
amount of charcoal to the feedstock to create a suit-
able reducing atmosphere.
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Figure 7  Microstructure of the sample No. 4 with oxide 
membranes (LOM)
Figure 8  Crystallized chemically pure zinc coated with oxide 
(SEM)
